
Mechanical jack | MMK | 3.200 - 100.000 kg

• The jacks are made of wrought iron and 
can withstand prolonged tough working 
conditions such as shipbuilding, bridge 
contstruction and civil construction.  

• The self-locking feature of this auger 
in the fully closed ratchet mechanism 
excludes entry of the plunger under 
pressure from heavy loads and is 
therefore extra safe during use. 

• The result is an extra smooth 
movement of the plunger and a lower 
installation height of the jacks. 

• This makes them extremely suitable for 
applications where the available space 
is limited. 

• From an ergonomic point of view, all 
jacks are equipped with a handle.
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Type MMK

Brand Mitari

Material Wrought iron

Category Mechanical jacks

Finish Painted yellow

Norm NEN-EN 12100-V2

HS code 8425491000

WLL kg A mm max. B 

mm

C mm D mm E mm F mm G mm H mm Weight kg

3.200 224 117 10.3 98 48 41 37 430 4.9

5.000 231 141 7.6 106 61 49 44 500 6.4

8.000 231 136 12.8 115 63 48 39 500 6.5

10.000 261 165 12 110 63 62 42 500 8.6

10.000 D 187 88 7.7 105 72 52 35 500 5.9

16.000 304 197 9.6 128 77 67 49 533 11.9

20.000 340 195 9.5 123 92 67 49 533 12.5

20.000 D 208 104 9.7 124 92 68 43 533 10.2

25.000 247 146 9.8 124 95 67 45 533 11.1

32.000 376 206 19.3 139 126 70 39 668 20.1

32.000 D 298 200 12.8 140 117 78 46 533 17.7

50.000 420 271 12.8 285 133 99 63 870 36.2

50.000 MJ 312 160 23.8 186 140 93 54 870 29.2

100.000 423 225 17.2 237 111 128 35 1.000 71.7


